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b. Construction Criteria Base (CCB). The Construction Criteria Base (CCB) system
avail abl e through the National Institute of Building Sciences includes copies of Corps of
Engi neers net hods and specifications. Docunents that are available fromthis or other such
sources will no longer be available directly fromthe Corps and shoul d be obtained fromthose
sources. Information about the CCB and ordering instructions can be obtained
from

National Institute of Building Sciences

1090 Vernont Ave., NW Suite 700

Washi ngton, D.C. 20005

Phone: 202/289-7800 (ask for CCB Information)

c. The Corps of Engineers manual, EM 385-1-1, Safety and Heal th Requirenments Manual, is
available on the Internet at the follow ng | ocation:
http://ww. usace. arny. ml/inet/usace-docs/eng- manual s/ en885-1-1/.

52. 0214- 4503 EVALUATI ON FOR AWARD (JAN 1991)

The Governnent contenpl ates award of one contract to the responsive, responsible bidder
who subnmits the low bid for the total of the following itens in Pricing Schedul e:

Al line items listed in Pricing Schedul e.

If the solicitation's Pricing Schedul e contains options, see evaluation of options
clause for informati on on the procedure used by the Governnment to determine "low bid".

52. 0214- 4583 TELEGRAPHI C BI DS (JUL 2000)
TELEGRAPHI C Bl DS/ OFFERS ARE NOT ACCEPTABLE.

However, bids nmay be nodified or withdrawn by witten or tel egraphic notice. Any
telegramto nodify or withdraw a bid sent to this office nmust be received in the office
designated in the Invitation for Bids (IFB) for receipt of bids not |later than the exact date
and time set for bid opening. A telegraphic nodification or withdrawal of a bid received in
such office by tel ephone fromthe receiving tel egraph office not later than the exact date and
time set for bid opening shall be considered. However, the tel ephone
message shall be confirned by the tel egraph conpany by sending a copy of the witten tel egram
that forned the basis for the tel ephone call. The witten tel egramshall be sealed in an
envel ope by a proper official and sent to the office designated in the |FB for recei pt of bids.
The official shall wite on the envelope (1) the date and tine of receipt and by whom and (2)
the nunber of the IFB, and shall sign the envel ope. The bidder is responsible to informthe
tel egraph conpany of these requirenents. No one fromthis office will be dispatched to the
local telegraph office to pick up any telegramfor
any reason.

52. 0214- 4584 FACSI M LE BI DS/ OFFERS ( APR 1992)

Facsimle bids/offers, nodifications thereto, or cancellations of bids/offers will not
be accept ed.

52. 0228- 4504 PERFORMANCE AND PAYMENT BONDS ( MAY 2000)

The bidder/of feror whose bid/offer is accepted will, within the tine established in the
contract, furnish performance and paynment bonds in accordance with FAR 52.228-15 | ocated in
Section 00700.

52.0228-4506 | NDI VI DUAL SURETI ES | N SUPPORT OF Bl D BONDS (AUG 1991)

Bi dders/offerors utilizing individual sureties in support of a bid bond shall
include a Standard Form (SF) 28 (Affidavit of Individual Surety), acconpanied by a pledge
of acceptable assets fromeach person acting as an individual surety, and include these
with the SF 24 (Bid Bond), and the bid itself (see clause titled "Pledges of Assets," FAR
52.228-11).

Pl edges of acceptable assets shall be in the formof (1) evidence of an escrow

account and/or (2) a recorded lien on real estate. If this is an IFB, failure to provide
pl edges of acceptable assets, with the bid, in the specified form acconpanied by a
properly executed SF 24 and SF 28, will render the bidder nonresponsible and thus
ineligible for award. If this is an RFP, failure to provide required documentation
described herein may cause the offeror to be deened "unacceptabl e".
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52.232-23 ASSI GNMENT OF CLAI M5 (JAN 1986) - ALTERNATE | (APR 1984)

(a) The Contractor, under the Assignnent of Cainms Act, as anended, 31 U S.C
3727, 41 U.S.C. 15 (hereafter referred to as "the Act"), may assign its
rights to be paid anmounts due or to becone due as a result of the performance
of this contract to a bank, trust conpany, or other financing institution

i ncludi ng any Federal |ending agency. The assi gnee under such an assi gnment
may thereafter further assign or reassign its right under the origina
assignnment to any type of financing institution described in the precedi ng
sentence. Unless otherwi se stated in this contract, paynents to an assi gnee
of any anounts due or to becone due under this contract shall not, to the
extent specified in the Act, be subject to reduction or setoff.

(b) Any assignnment or reassignment authorized under the Act and this clause
shal |l cover all unpaid anpbunts payabl e under this contract, and shall not be
made to nore than one party, except that an assignment or reassignment may be
made to one party as agent or trustee for two or nore parties participating
in the financing of this contract.

(c) The Contractor shall not furnish or disclose to any assignee under this
contract any classified docunent (including this contract) or information
related to work under this contract until the Contracting O ficer authorizes
such action in witing.

(End of clause)
52.232-27 PROVPT PAYMENT FOR CONSTRUCTI ON CONTRACTS ( FEB 2002)

Not wi t hst andi ng any ot her payment ternms in this contract, the Government wil|l
make invoi ce paynments under the ternms and conditions specified in this

cl ause. The Government considers paynent as being nmade on the day a check is
dated or the date of an electronic funds transfer. Definitions of pertinent
terms are set forth in sections 2.101, 32.001, and 32.902 of the Federa
Acqui sition Regulation. Al days referred to in this clause are cal endar
days, unless otherw se specified. (However, see paragraph (a)(3) concerning
paynments due on Saturdays, Sundays, and |egal holidays.)

(a) Invoice paynents--(1) Types of invoice paynents. For purposes of this
cl ause, there are several types of invoice paynents that may occur under this
contract, as foll ows:

(i) Progress paynments, if provided for elsewhere in this contract, based on
Contracting O ficer approval of the estimted amount and val ue of work or
services performed, including paynments for reaching mlestones in any

proj ect .

(A) The due date for maki ng such paynents is 25 days after the designated
billing office receives a proper paynent request. If the designated billing
office fails to annotate the payment request with the actual date of receipt
at the tine of receipt, the paynment due date is the 25th day after the date
of the Contractor's paynent request, provided the designated billing office
recei ves a proper paynent request and there is no di sagreenment over quantity,
quality, or Contractor conpliance with contract requirenents.

(B) The due date for payment of any ampunts retained by the Contracting
Oficer in accordance with the clause at 52.232-5, Paynents Under Fixed-Price
Construction Contracts, is as specified in the contract or, if not specified,
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(2) "United States person” is defined in Section 16(2) of the Export

Admi ni stration Act of 1979 and neans any United States resident or nationa
(other than an individual resident outside the United States and enpl oyed by
other than a United States person), any donmestic concern (including any

per manent donestic establishnent of any foreign concern), and any foreign
subsidiary or affiliate (including any permanent foreign establishnent) of
any donestic concern which is controlled in fact by such donestic concerns,
as determ ned under regul ations of the President.

(b) Certification. By submtting this offer, the Oferor, if a foreign
person, conpany or entity, certifies that it--

(1) Does not comply with the Secondary Arab Boycott of Israel; and
(2) 1s not taking or knowi ngly agreeing to take any action, with respect to

t he Secondary Boycott of Israel by Arab countries, which 50 U S.C. App. Sec
2407(a) prohibits a United States person fromtaking.

(End of clause)



GHill
252.226-7001 Utilization of Indian Organizations and Indian-Owned Economic
Enterprises-DoD Contracts (Sep 2001)
(a) Definitions. As used in this clause--
“Indian” means any person who is a member of any Indian tribe, band, group,
pueblo, or community that is recognized by the Federal Government as eligible
for services from the Bureau of Indian Affairs (BIA) in accordance with 25
U.S.C. 1452(c) and any “Native” as defined in the Alaska Native Claims
Settlement Act (43 U.S.C. 1601).
“Indian organization” means the governing body of any Indian tribe or entity
established or recognized by the governing body of an Indian tribe for the
purposes of 25 U.S.C. Chapter 17.
“Indian-owned economic enterprise” means any Indian-owned (as determined by
the Secretary of the Interior) commercial, industrial, or business activity
established or organized for the purpose of profit, provided that Indian
ownership constitutes not less than 51 percent of the enterprise.
“Indian tribe” means any Indian tribe, band, group, pueblo, or community,
including native villages and native groups (including corporations organized
by Kenai, Juneau, Sitka, and Kodiak) as defined in the Alaska Native Claims
Settlement Act, that is recognized by the Federal Government as eligible for
services from BIA in accordance with 25 U.S.C. 1452 (c).
“Interested party” means a contractor or an actual or prospective offeror
whose direct economic interest would be affected by the award of a
subcontract or by the failure to award a subcontract.
(b) The Contract shall use its best efforts to give Indian organizations and
Indian-owned economic enterprises the maximum practicable opportunity to
participate in the subcontracts it awards, to the fullest extent consistent
with efficient performance of the contract.
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(c) The Contracting Officer and the Contractor, acting in good faith, may
rely on the representation of an Indian organization or Indian-owned economic
enterprise as to its eligibility, unless and interested party challenges its
status or the Contracting Officer has independent reason to question that
status.
(d) In the event of a challenge to the representation of a subcontractor, the
Contracting Officer will refer the matter to the U.S. Department of the
Interior, Bureau of Indian Affairs, Attn: Chief, Division of Contracting and
Grants Administration, 1849 C Street NW, MS-2626-MIB, Washington, DC 20240-
4000. The BIA will determine the eligibility and will notify the Contracting
Officer. No incentive payment will be made--
(1) Within 59 working days of subcontract award;
(2) While a challenge is pending; or
(3) If a subcontractor is determined to be an ineligible participant.
(e)(1) The Contractor, on its own behalf or on behalf of a subcontractor at
any tier, may request an adjustment under the Indian Incentive Program to the
following:
(i) The estimated cost of cost-type contract.
(ii) The target cost of a cost-plus-incentive-fee contract.
(iii) The target cost and ceiling price of a fixed-price incentive contract.
(iv) The price of a firm-fixed-price contract.
(2) The amount of the adjustment that may be made to the contract is 5
percent of the estimated cost, target cost, or firm-fixed price included in
the subcontract initially awarded to the Indian organization or Indian-owned
economic enterprise.
(3) The Contractor has the burden of proving the amount claimed and must
assert its request for an adjustment prior to completion of contract
performance.
(4) The Contracting Officer, subject to the terms and conditions of the
contract and the availability of funds, will authorize an incentive payment
of 5 percent of the amount paid to the subcontractor.
(5) If the Contractor requests and receives an adjustment on behalf of a
subcontractor, the Contractor is obligated to pay the subcontractor the
adjustment.
(f) The Contractor shall insert the substance of this clause, including this
paragraph (f), in all subcontracts that--
(1) Are for other than commercial items; and
(2) Are expected to exceed the simplified acquisition threshold in Part 2 of
the Federal Acquisition Regulation.
(End of clause)
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SECTI ON 01500A

TEMPORARY CONSTRUCTI ON FACI LI TI ES
02/ 97

PART 1 GENERAL

1

1

1

1 GENERAL REQUI REMENTS
1.1 Site Pl an

The Contractor shall prepare a site plan indicating the proposed |ocation
and di mensi ons of any area to be fenced and used by the Contractor, the
nunber of trailers to be used, avenues of ingress/egress to the fenced area
and details of the fence installation. Any areas which may have to be
gravel ed to prevent the tracking of nmud shall also be identified. The
Contractor shall also indicate if the use of a supplenental or other
staging area is desired.

1.2 Identification of Enployees

The Contractor shall be responsible for furnishing to each enpl oyee, and
for requiring each enpl oyee engaged on the work to display, identification
as approved and directed by the Contracting Oficer. Prescribed
identification shall imediately be delivered to the Contracting Oficer
for cancellation upon rel ease of any enployee. Wen required, the
Contractor shall obtain and provide fingerprints of persons enployed on the
project. Contractor and subcontractor personnel shall wear identifying
mar ki ngs on hard hats clearly identifying the conpany for whomthe enpl oyee
wor Kks.

.1.3 Enpl oyee Par ki ng

Contractor enployees shall park privately owned vehicles in an area
designated by the Contracting Officer. This area will be within reasonable
wal ki ng di stance of the construction site. Contractor enployee parking
shall not interfere with existing and established parking requirenments of
the mlitary installation

SECTI ON 01500A Page 3
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1.2 AVAILABILITY AND USE OF UTILITY SERVICES
1.2.1 Payment for Utility Services
The Government will make all reasonably required utilities available to the
Contractor from existing outlets and supplies, as specified in the
contract. Unless otherwise provided in the contract, the amount of each
utility service consumed shall be charged to or paid for by the Contractor
at prevailing rates charged to the Government or, where the utility is
produced by the Government, at reasonable rates determined by the
Contracting Officer. The Contractor shall carefully conserve any utilities
furnished without charge.
1.2.2 Meters and Temporary Connections
The Contractor, at its expense and in a manner satisfactory to the
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1.3 BULLETI N BOARD, PRQIECT SI GN, AND PROJECT SAFETY SI GN

1.3.1 Bul | etin Board

| mredi atel y upon begi nni ng of work, the Contractor shall provide a
weat her proof gl ass-covered bulletin board not |ess than 36 by 48 inches in
size for displaying the Equal Enpl oyment Qpportunity poster, a copy of the
wage deci sion contained in the contract, \Wage Rate Information poster, and
other information approved by the Contracting Oficer. The bulletin board
shall be located at the project site in a conspicuous place easily
accessible to all enployees, as approved by the Contracting O ficer.
Legi bl e copi es of the aforenmentioned data shall be displayed until work is
conpl eted. Upon conpletion of work the bulletin board shall be renoved by
and remain the property of the Contractor.

SECTI ON 01500A Page 4
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Contracting Officer, shall provide and maintain necessary temporary
connections, distribution lines, and meter bases (Government will provide
meters) required to measure the amount of each utility used for the purpose
of determining charges. The Contractor shall notify the Contracting
Officer, in writing, 5 working days before final electrical connection is
desired so that a utilities contract can be established. The Government
will provide a meter and make the final hot connection after inspection and
approval of the Contractor's temporary wiring installation. The Contractor
shall not make the final electrical connection.
1.2.3 Advance Deposit
An advance deposit for utilities consisting of an estimated month's usage
or a minimum of $50.00 will be required. The last monthly bills for the
fiscal year will normally be offset by the deposit and adjustments will be
billed or returned as appropriate. Services to be rendered for the next
fiscal year, beginning 1 October, will require a new deposit. Notification
of the due date for this deposit will be mailed to the Contractor prior to
the end of the current fiscal year.

GHill
1.2.4 Final Meter Reading
Before completion of the work and final acceptance of the work by the
Government, the Contractor shall notify the Contracting Officer, in
writing, 5 working days before termination is desired. The Government will
take a final meter reading, disconnect service, and remove the meters. The
Contractor shall then remove all the temporary distribution lines, meter
bases, and associated paraphernalia. The Contractor shall pay all
outstanding utility bills before final acceptance of the work by the
Government.
1.2.5 Sanitation
The Contractor shall provide and maintain within the construction area
minimum field-type sanitary facilities approved by the Contracting Officer.
Government toilet facilities will not be available to Contractor's
personnel.
1.2.6 Telephone
The Contractor shall make arrangements and pay all costs for telephone
facilities desired. Contractor shall pay base telephone maintenance
contractor for phone connections and obtain service from local telephone
company (Pacific Bell).
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1

3.2 Project and Safety Signs

The requirenents for the signs, their content, and | ocation shall be as
shown on the drawi ngs. The signs shall be erected within 15 days after
recei pt of the notice to proceed. The data required by the safety sign
shall be corrected daily, with light colored netallic or non-netallic
nunerals. Upon conpl etion of the project, the signs shall be renmoved from
the site.

.4 PROTECTI ON AND NMAI NTENANCE OF TRAFFI C

During construction the Contractor shall provide access and tenporary

rel ocated roads as necessary to maintain traffic. The Contractor shal

mai ntain and protect traffic on all affected roads during the construction
peri od except as otherw se specifically directed by the Contracting
Oficer. Measures for the protection and diversion of traffic, including
t he provision of watchnen and flagmen, erection of barricades, placing of
lights around and in front of equipnment and the work, and the erection and
mai nt enance of adequate warni ng, danger, and direction signs, shall be as
required by the State and | ocal authorities having jurisdiction. The
traveling public shall be protected from danage to person and property.
The Contractor's traffic on roads selected for hauling material to and from
the site shall interfere as little as possible with public traffic. The
Contractor shall investigate the adequacy of existing roads and the
allowable load Iimt on these roads. The Contractor shall be responsible
for the repair of any damage to roads caused by construction operations.

.4.1 Haul Roads

The Contractor shall, at its own expense, construct access and haul roads
necessary for proper prosecution of the work under this contract. Haul
roads shall be constructed with suitable grades and wi dths; sharp curves,
blind corners, and dangerous cross traffic shall be avoided. The
Contractor shall provide necessary lighting, signs, barricades, and

di stinctive markings for the safe novenent of traffic. The method of dust
control, although optional, shall be adequate to ensure safe operation at
all times. Location, grade, width, and alignment of construction and
haul i ng roads shall be subject to approval by the Contracting Oficer
Lighting shall be adequate to assure full and clear visibility for ful

wi dt h of haul road and work areas during any night work operations. Upon
conpl etion of the work, haul roads designated by the Contracting Oficer
shal | be renoved.

. 4.2 Barri cades

The Contractor shall erect and maintain tenporary barricades to limt
public access to hazardous areas. Such barricades shall be required
whenever safe public access to paved areas such as roads, parking areas or
sidewal ks is prevented by construction activities or as otherw se necessary
to ensure the safety of both pedestrian and vehicular traffic. Barricades
shal |l be securely placed, clearly visible with adequate illumnation to
provi de sufficient visual warning of the hazard during both day and night.

. 4.3 Interim Facility Parking

Interimparking on the site as designated on the Draw ngs shall be
mai nt ai ned by the Contractor for the existing NCC building and adj acent
facilities. |If bid options are exercised to reconstruct existing interim

SECTI ON 01500A Page 5
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par ki ng, the Contractor shall not proceed until other parking facilities
(permanent or tenporary as approved by the Contracting Oficer) are
conpl et ed.

1.4.4 Pedestrian Traffic

Interi mwal kways as designated on the Draw ngs for pedestrians accessing
t he existing NCC building or adjacent facilities shall be provided and
mai nt ai ned by the Contractor. Tenporary lighting shall be provided for

i nteri mwal kways. Each side of interimwal kways shall be lined with
tenmporary project safety fencing (specified el sewhere in this section).
Bui | di ng access across construction zones shall be maintained in a safe
manner and shall include safety signage for both pedestrians and
construction crews at interfaces and crossings.

1.5 CONTRACTOR S TEMPORARY FACI LI TI ES
1.5.1 Adm nistrative Field Ofices

The Contractor shall provide and maintain admnistrative field office
facilities within the construction area at the designated site. CGovernnent
of fice and warehouse facilities will not be available to the Contractor's
per sonnel

1.5.2 Storage Area

The Contractor shall construct a tenporary 6 foot high chain Iink fence
around trailers and materials. The fence shall include plastic strip
inserts, colored brown, so that visibility through the fence is obstructed.
Fence posts may be driven, in lieu of concrete bases, where soi
conditions permit. Trailers, materials, or equipnment shall not be placed
or stored outside the fenced area unless such trailers, materials, or
equi prent are assigned a separate and distinct storage area by the
Contracting O ficer anay fromthe vicinity of the construction site but
within the mlitary boundaries. Trailers, equipnment, or materials shal
not be open to public view with the exception of those itenms which are in
support of ongoing work on any given day. Materials shall not be
stockpil ed outside the fence in preparation for the next day's work.
Mobi | e equi prent, such as tractors, wheeled lifting equipnent, cranes,
trucks, and |like equi pnent, shall be parked within the fenced area at the
end of each work day.

1.5.3 Suppl emrent al St orage Area

Upon Contractor's request, the Contracting O ficer will designate another
or supplenental area for the Contractor's use and storage of trailers,

equi prent, and materials. This area may not be in close proxinity of the
construction site but shall be within the mlitary boundaries. Fencing of
materials or equipnent will not be required at this site; however, the
Contractor shall be responsible for cleanliness and orderliness of the area
used and for the security of any material or equipnment stored in this area.

Uilities will not be provided to this area by the CGovernnent.

1.5.4  Appearance of Trailers
Trailers utilized by the Contractor for admnistrative or material storage
pur poses shall present a clean and neat exterior appearance and shall be in

a state of good repair. Trailers which, in the opinion of the Contracting
Oficer, require exterior painting or maintenance will not be allowed on
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the mlitary property.
1.5.5 Mai nt enance of Storage Area

Fenci ng shall be kept in a state of good repair and proper alignment.
Shoul d the Contractor elect to traverse, with construction equi pnent or

ot her vehicles, grassed or unpaved areas which are not established
roadways, such areas shall be covered with a |ayer of gravel as necessary
to prevent rutting and the tracking of mud onto paved or established
roadways; gravel gradation shall be at the Contractor's discretion. Gass
| ocated within the boundaries of the construction site shall be nowed for
the duration of the project. G ass and vegetation along fences, buil dings,
under trailers, and in areas not accessible to nowers shall be edged or
trimred neatly.

1.5.6 New Bui | di ng

In the event a new building is constructed for the tenporary project field
office, it shall be a mnimm 12 feet in width, 16 feet in I ength and have

a mnimmof 7 feet headroom It shall be equi pped wth approved
electrical wiring, at |east one double convenience outlet and the required
swi tches and fuses to provide 110-120 volt power. It shall be provided

with a work table with stool, desk with chair, two additional chairs, and
one |l egal size file cabinet that can be | ocked. The building shall be

wat er proof, shall be supplied with heater, shall have a m nimum of two
doors, electric lights, a tel ephone, a battery operated snoke detector
alarm a sufficient nunber of adjustable wi ndows for adequate |ight and
ventilation, and a supply of approved drinking water. Approved sanitary
facilities shall be furnished. The w ndows and doors shall be screened and
t he doors provided with dead bolt type |ocking devices or a padl ock and
heavy duty hasp bolted to the door. Door hinge pins shall be
non-renmovabl e. The wi ndows shall be arranged to open and to be securely
fastened fromthe inside. dass panels in windows shall be protected by
bars or heavy nmesh screens to prevent easy access to the buil ding through

t hese panels. |In warmweather, air conditioning capable of maintaining the
office at 50 percent relative humdity and a roomtenperature 20 degrees F
bel ow t he outside tenperature when the outside tenperature is 95 degrees F
shal | be furnished. Any new building erected for a tenporary field office
shal | be maintained by the Contractor during the life of the contract and
upon conpl etion and acceptance of the work shall become the property of the
Contractor and shall be rempved fromthe site. Al charges for tel ephone
service for the tenporary field office shall be borne by the Contractor

i ncludi ng 1 ong distance charges up to a nmaxi num of $75. 00 per nonth.

1.5.7 Security Provisions
Adequat e outside security lighting shall be provided at the Contractor's
temporary facilities. The Contractor shall be responsible for the security
of its own equipnent; in addition, the Contractor shall notify the
appropriate | aw enforcenment agency requesting periodic security checks of
the tenporary project field office

1.6 GOVERNMENT FI ELD OFFI CE

1.6.1 Resi dent Engi neer's O fice
The Contractor shall provide the Government Resident Engineer with an

of fice, approximtely 200 square feet in floor area, |ocated where directed
and providing space heat, electric light and power, and toilet facilities
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consi sting of one lavatory and one water closet conplete with connections
to water and sewer mains. A mail slot in the door or a |ockable mail box
mount ed on the surface of the door shall be provided. At conpletion of the
project, the office shall remain the property of the Contractor and shal

be removed fromthe site. Uilities shall be connected and di sconnected in
accordance with |l ocal codes and to the satisfaction of the Contracting
Oficer.

1.6.2 Trail er-Type Mbile Ofice

The Contractor may, at its option, furnish and maintain a trailer-type
nobil e office acceptable to the Contracting Oficer and providing as a
mnimmthe facilities specified above. The trailer shall be securely
anchored to the ground at all four corners to guard agai nst nmovenent during
hi gh wi nds.

1.7 PLANT COVMUNI CATI ON

VWhenever the Contractor has the individual elements of its plant so | ocated
t hat operation by normal voice between these elenents is not satisfactory,
the Contractor shall install a satisfactory means of comuni cation, such as
t el ephone or other suitable devices. The devices shall be nmade avail abl e
for use by Governnent personnel

1.8 TEMPORARY PRQIECT SAFETY FENCI NG

As soon as practicable, but not later than 15 days after the date
established for commencenment of work, the Contractor shall furnish and
erect tenporary project safety fencing at the work site. The safety
fencing shall be a high visibility orange col ored, high density

pol yet hyl ene grid or approved equal, a minimum of 42 inches high, supported
and tightly secured to steel posts |located on nmaxi mum 10 foot centers,
constructed at the approved location. The safety fencing shall be

mai nt ai ned by the Contractor during the life of the contract and, upon
conpl eti on and acceptance of the work, shall becone the property of the
Contractor and shall be renpved fromthe work site

1.9 CLEANUP

Construction debris, waste materials, packaging material and the |ike shal
be renpbved fromthe work site daily. Any dirt or mud which is tracked onto
paved or surfaced roadways shall be cl eaned away. Materials resulting from
denolition activities which are sal vageabl e shall be stored within the
fenced area described above or at the supplenmental storage area. Stored
material not in trailers, whether new or salvaged, shall be neatly stacked
when st ored.

1.10 RESTORATI ON OF STORAGE AREA

Upon conpl etion of the project and after renmoval of trailers, nmaterials,
and equi pnent fromwithin the fenced area, the fence shall be renoved and
wi Il become the property of the Contractor. Areas used by the Contractor
for the storage of equipnent or material, or other use, shall be restored
to the original or better condition. Gavel used to traverse grassed areas
shal |l be renobved and the area restored to its original condition, including
top soil and seeding as necessary.

PART 2 PRODUCTS

SECTI ON 01500A Page 8



COVMUNI CATI ONS OPERATI ONS CENTER 1191

Not used.
PART 3 EXECUTI ON
Not used.

-- BEnd of Section --
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Neil O. Anderson & Assoc., Inc. BOREHOLE NUMBER

4221 Nothgae Bha. ste6, Sacto, casssss | LOG OF TEST BORING

(916)929-9267 Fax (916)929-9269 B'1

PROJECT NUMBER:  §G02078 DATE DRILLED:  3/27/02
PROJECT NAME:  BEALE AFB COMMUN| ICATIONS CENTER BUILBINGIND SURFACE ELEVATION: 0.0 Feet
LOCATION: B & C STREETS BETWEEN 24th AND 25th STREETS, BEALE AFB, CA

DRILLING EQUIP:  B-53 MOBILE DRILL RIG PLATE NO. 2
HREP F
= B i 2
A HHE
§, g Els > 3 Blow Count =
a 31 2|8 ]a | Histogram & | soil Lithology Description Notes
] |72 7| SANDY SILT: (ML) Sikt, sandy, meditm dense, moist, dark
] ) rowe
] SANDY CLAY: (CL) Clay, sandy, very siiff, moit, brown,
5 : some gravel
cM |24 S0+ *— ! -200 =64 %
¢ |22 ’ pi( 1l = 43, pi = 25)
[="= =] SANDY SILT: (ML) Sit, sandy, very den, moist, stightly
-1 — ——| ccmented, light brown, rust mottling

<200=61%
SILTY SAND: (SM) Sand, silty, medium to coarse, very dense,
saturated, brown, black
~200=28%
v - - 200=51%
SANDY SILT: (SM) Silt, sandy, very dense, saturated, brown
<200 =58 %

CLAY: (CL) Clay, some sand, hard, saturated, grey

SIL‘I’YSAND:(SP)Sand,siky.ﬁnnomediun;vaydm-e,
— | saturated

\__
- | S8AND: (SP) Sand, gravelly, coarse, very dense, saturated

SANDY CLAY: (CL) Clay, sandy, silty, wvery stiff, saturated,
brown

200=74%




Neil O. Anderson & Assoc., Inc. BOREHOLE NUMBER
4221 Northgate Bivd., Ste 6, Sacto., CA 95834 LOG OF TEST BORI NG
(916)929-9267 Fax (916)929-9269 B-2
PROJECT NUMBER:  §G02078 DATE DRILLED:  3/27/02
PROJECT NAME: BEALE AF B COMMUNICATIONS CENTER GROUND SURFACE ELEVATION: ¢.0 Feet
LOCATION: B&C STREETS BETWEEN 24th & 25th STREET, BEALE AFB, CA
DRILLING EQUIP.:  B-53 MOBILE DRILL RIG PLATE NO. 3
3
£ i x
ez g g g
HAHH ? b4 El 5
HHH H EH Bl HER T o
dlal & 513 ] viswgam }5| 3 lson Lithology Description Notes
0 SANDY SILT: (ML) Sitl, sandy, medium derse, moist, dark
4 beown
-1
27 i SANDY CLAY: (CL) Clay, sandy, very stiff, roist, brown
3 i pPp=2.5tf
SILTY SAND: (SM) Sand, sitty, very dense, slightly moist,
4 CM | 22 light brown, cemented
5
) SILTY SAND: (SM) Sand, silty, dense, moist, brown
£
-7
8
—| SANDY SILT: (ML) Silt, sandy, very dense, moist, slightly
9 CM |33 cemented, brown, rust moftling
161
I SILTY SAND: (SM) Sand, silty, very dense, moist, brown
124

-1

~14

23

SILTY SAND: (SM) Sand, silty, very dense, moist, cemented,
brown, rust




Neil O. Anderson & Assoc,, Inc. BOREHOLE NUMBER

221 Nothte B, te 6, saco. casss | LOG OF TEST BORING

(91619299267 Fax (916)929.9269 B-3

PROJECT NUMBER: $G02078 DATE DRILLED: 3/27/02
PROJECT NAME:  BEALE AFB COMMUNICATIONS CENTER GROUND SURFACE ELEVATION: 0.0 Feet
LOCATION: B & C STREETS BETWEEN 24th & 25¢h STREET, BEALE AFB, CA
DRILLING EQUIP.:  B-53 MOBILE DRILL RIG PLATE NO. 4

3 5
HAE ; is
s l8l £] 8 E| 5
51§ g Z | sowcou 2] 2 o
a gla Histogam JO} & | Soil Lithology Description Notes
0 "ASPHALT: AC: Asphaliic Conorets, 7 bodies
R —
AGGREGATE: AB: Aggregate Base, 10 inches
“1— ! 8
i ' -"| SANDY CLAY: (CL)Clay, sandy, very stiff, moist, brown
2
3 cM |23 | 106 | S0+
SILTY SAND: (SM) Sand, silty, very dense, moist, slightly
- cemented, brown, rust mottling
44—
5
1 SANDY CLAY: (CL) Clay, sandy, very stiff, raoist, brown
65—
7
SILTY SAND: (SM) Sand, silty, very dense, moist, light brown
8 CcM |14 |78 |50+
9
-16 - ]
114
124
13
14
15




Neil O. Anderson & Assoc., Inc. BOREHOLE NUMBER
4221 Nortngate Bva. ste 6, saco. cA 96 | LOG OF TEST BORING
(916)929.9267 Fax (916)929-9269 B4

PROJECT NUMBER:  $G02078

PROJECT NAME. BEALE AFB COMMUNICATIONS CENTER

DATE DRILLED:  3/27/02

LOCATION: B & C STREETS BETWEEN 24th & 25th STREET, BEALE AFB, CA

GROUND SURFACE ELEVATION: g9 Feet

ORILLING EQUIP..  B-53 MOBILE DRILL RIG PLATE NO. 5
§ 2 sl
#|z g gl g
- .
3 3 2

§§§§°§mm§%‘_ -
8|3] 8] 2|8 |5 | veopem |G| & |soilLithotogy Description Notes
o SANDY SILT: (ML) Silt, sandy, medium dense, moist, dark

4 brown
- SANDY CLAY: (CL) Clay, sandy, stiff, moist, brown

pp=LSwl
2 cM |15
SILTY SAND: (SM) Sand, silty, very dense, moist, slightly

. ‘cemented, light brown
3
- SILTY SAND: (SM) Sand, silty, very dense, moist, brown
5

SILTY SAND: (SM) Sand, silty, very dense, mosit, slightly

7 cM |36 cemented, light brown, rust mottling
8-
9 SILTY SAND: (SM) Sand, silty, very dense, moist, brown
-16
RS
124
13

J
14
-15




Neil O. Anderson & Assoc., Inc. BOREHOLE NUMBER
4221 Northgate Bivd.. Ste 6, Sacto., CA 95634 LOG OF TEST BOR'NG
(916)929.9267 Fax (916)329-9269 B-5
PROJECT NUMBER:  $G02078 DATE DRILLED:  3/27/02
PROJECTNAME: BEALE AFB COMMUNICATIONS CENTER GROUND SURFACE ELEVATION: 0.0 Feet
LOCATION: B & C STREETS BETWEEN 24th & 25th STREET, BEALE AFB, CA
ORILLING EQUIP..  B-S3 MOBILE DRILL RIG PLATE NO. 6
2 4 5
AREHEHE S| §
HHEHU .
g § g =13 el s . .
®» O | @ ] Histogam JG1 @ ] Soil Lithology Description Notes
0 SANDY SILT: (ML) Silt, sandy, medium dense, moist, dark
brown
- i SANDY CLAY: (CL) Clay, sandy, very stiff, moist, brown
2 G :
33—
) SILTY SAND: (SM) Sand, silty, very dense, moist, slightly
4 cemented, ligit brown
-5—
-6—
1 \
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Neil O. Anderson & Assoc,, Inc. BOREHOLE NUMBER
4221 Northgate Bwd., Ste 6, Saclo., CA 95834 LOG OF TEST BORING
(916)929-9267 Fax (916)329.9269 B-6

PROJECT NUMBER:  $G02078

PROJECT NAME:  BEALE AFB COMMUNICATIONS CENTER

DATE DRILLED:  3/27/02

LOCATION: B & C STREETS BETWEEN 24th & 25th STREET, BEALE AFB, CA

GROUND SURFACE ELEVATION: .0 Feet

DRILLING EQUIP..  B-53 MOBILE DRILL RIG PLATE NO. 7
g 5
1AHF -
t‘i K .Eu g g 3 2 =
HAHHHBHAEGAHE
E13] 8] 2|8 |3 | vsogem 5] & |soit Lithology Description Notes
o SILTY SAND: (SM) Sand, silty, some gravel, dense, moist
; SANDY CLAY: (CL) Clay, sandy, very stiff, moist, brown
2 G H
s H
t
7 SILTY SAND: (SM) Sand, sikty, very donse, moist, sightly
R cemented, light brown
5-4
6
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-
.9_
104
14
12
13
4
4]




DESCRIPTION MAIOR DIVISIONS
GW | WELL-GRADED GRAVELS, GRAVEL SAND COARSE
MIXTURES, LITTLE OR NO FINES CLEANGRAVELS | GRAVEL AND GRAINED
(LITTLE OR NO ‘GRAVELLY SOILS sous
GP | POORLY-GRADED GRAVELS. GRAVEL SAND FINES) MORE
MIXTURES, LITTLE OR NO FINES I.Al“‘m@’:‘
THAN NO.
GM | SILTY GRAVELS, GRAVEL-SAND-CLAY - MORETHANSOS OF | 200 Shs
RETAINED ON NQ. 4
AMOUNT OF
GC | CLAYEY GRAVELS, GRAVEL SAND-CLAY SEEVE
SW | WELL.GRADED SANDS, GRAVELLY SANDS,
LITTLE OR NO FINES CLEAN SAND SANDS AND SANDY
{LITTLE OR NO sons
SP | POORLY-GRADED SANDS, GRAVELLY SANDS, | FINES)
LITTLE OR NO FINES
M | SILTY 3ANDS. SAND SILT MIXTURES SANDS wrTH CONRoE L OF
pri-oreapoed PASSING NO. 4 SIEVE
sC ‘CLAYEY SANDS, SAND-SILT MIXTURES FINES
ML INORGANIC SILTS AND VERY PINE SANDS, FINE
ROCK FLOUR, SILTY OR CLAYEY FINE SANDS GRADVED
OR CLAYEY SILTS WITH SUGHT PLASTICITY sons
a INORGANIC CLAYS OF LOW TO MEDIUM THAN SO%
i LIMIT LESS SILTS AND
PLASTICITY, GRAVELLY CLAYS, LEAN CLAYS l‘gm o s oy
200 SIEVE
oL ORGANIC SILTS AND ORGANIC SILTY CLAYS
OFLOW PLASTICTTY
MY MOANK.‘SH.TS.WCACJG)S OoR
DIATOMACEOUS FINE SAND OR SILTY SOILS
(<] mmmnosmmmmnf LEss SLTs AN
THAN S0 CLAYS
oH ORGANIC CLAYS OF MEDIUM TO HIGH
PLASTICITY, ORGANIC SILTS
(43 'EA‘I‘.IIIMASSWAMPSOIL?WITHNICII HIGHLY ORGANIC SOILS
‘ORGANIC CONTENTS
& | ™ | saMPLETYPE TEST TYPE Notes
g | GRABSAMPLE CLASSIFICATION
—_ Plasticity, (Atterberg Limits) pi
STANDARD DRIVE SAMPLE, 2.0" 0.d., 1.38" Grain Sizc Analysis o
—— | P! |id, sampler driven with 140 15 hamumer, 30" Specific g
(Standard P ion Test). Shrink/Swell ofs
—_— MODIFIED CALIFORNIA DRIVE SAMPLE, STRENGTH
™ 1 25" 04, 1.92" iid., sampler driven w140 B Direct Shear ds
— hammer, 30" drop, W/ tube liners. Uncoafined Compression uc
HAND SAMPLE, 225" od., 1.92"id., sampler Triaxial Compression x
— ] s driven w/1S b hammer, 18° drop, whub liners Pocket Pentrometer P
Torvane Shear 13
—— st PUSH SAMPLE, 2.87" id. thin wall sampler CONSOLIDATION <
(Sheiby Tube), hydraulically pushed,

UNIFIED SOIL CLASSIFICATION SYSTEM AND TEST HOLE LOG SYMBOLS

NEIL O. ANDERSON & ASSOC., INC.
4221 Northgate Blvd., Suite 6
Sacramento, California

(916) 929-9267

COMMUNICATIONS OPERATIONS CENTER
Beale Air Force Base
Yuba County, California

Plate Number 8
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sawn. AW grade shall be custom Location, shape, and di mensions shall be
as indicated on the draw ngs.

2.1.2 Panel Products
2.1.2.1 Particl eboard/ Agri board

Al'l particleboard shall be industrial grade, nediumdensity (640 to 800 kg
per cubic neter ), 19 mm thick. A npbisture-resistant particleboard in
grade Type 2-M2 or 2-M 3 shall be used as the substrate for plastic

| am nate covered countertops, backspl ashes and other areas subjected to

noi sture. Particleboard shall neet the mininum standards listed in ASTM D
1037 and ANSI A208. 1.

2.1.2.2 Medi um Density Fi berboard/ Agri board
Medi um density fiberboard (MDF) shall be an acceptabl e panel substrate

where noted on the drawings. Mediumdensity fiberboard shall neet the
m ni mum standards listed in ANSI A208. 2.

2.3 H GH PRESSURE DECORATI VE LAM NATE ( HPDL)

Al plastic lam nates shall meet the requirenents of NEMA LD 3 and ANSI
A161.2 for high-pressure decorative |amnates. Design, colors, surface
finish and texture, and | ocations shall be as indicated in Section 09915
COLOR SCHEDULE. Plastic |am nate types and noni nal mni numthicknesses for
casewor k components shall be as indicated in the foll owi ng paragraphs.

2.3.1 Hori zontal General Purpose Standard (HGS) G ade

Hori zontal general purpose standard grade plastic | anmi nate shall be 1.22 nm
(plus or minus 0.127 mm in thickness. This lam nate grade is intended for
hori zontal surfaces where postformng is not required.

2.3.2 Vertical General Purpose Standard (VGS) G ade

Vertical general purpose standard grade plastic |am nate shall be 0.71 nm
(plus or minus 0.012 mm in thickness. This lam nate grade is intended for
exposed exterior vertical surfaces of casework conponents where postform ng
is not required.

2.3.3 Backi ng Sheet (BK) Grade

Undecor at ed backi ng sheet grade lam nate is formul ated specifically to be
used on the backside of plastic |an nated panel substrates to enhance

di mensional stability of the substrate. Backing sheet thickness shall be
0.51 mm Backi ng sheets shall be provided for all |am nated casework
conponents where plastic lamnate finish is applied to only one surface of
t he conponent substrate.

2.4 EDGE BANDI NG

Edge bandi ng for casework doors and drawer fronts shall be HPDL | ami nate.
Col or and pattern shall match exposed door and drawer front |am nate

SECTI ON 06410a Page 7 Encl. 1 to Anend. 0006


GHill
2.2 SOLID POLYMER MATERIAL
Solid surfacing casework components shall conform to the requirements of
Section 06650 SOLID POLYMER FABRICATIONS.
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